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	 AA-T100 Covert Antenna Tag

 AA-T200 Windshield / Badge Tag

 AA-T800 Metal Mount Tag
	AA-T310 TamperDetect T100 Tag

AA-T320 TamperDetect T200 Tag

AA-T380 TamperDetect T800 Tag


 The AutoAccess( series of Radio Frequency Identification Tags permits hands-free employee access control, asset loss prevention, and positive long range vehicle identification for parking and fleet management.  Tags can be used to identify and track vehicles, employees and valuable assets at airports, gated communities, trucking and bus terminals, employee parking lots, hospitals, industrial facilities, railroads, mines and military installations.  Tag to Reader communication is encrypted to prevent Tag cloning, copying or emulation, making AutoAccess( Tags ideally suited for high security situations.  Tags employ an anti-collision algorithm that allows multiple Tags to be simultaneously identified by a single reader, allowing drivers to be matched to specific vehicles or forklifts, trucks matched to trailers, employees matched to individual laptops or assets, shipping pallets to merchandise, etc.

All AutoAccess( Tags come standard with the AutoLocate( feature, making them ideal for real-time inventory management, and for tracking assets and personnel as they move throughout a facility.  The exclusive AutoLocate( feature can also detect thieves attempting to remove “tagged” assets from a monitored facility by hiding them in a metal container, such as a toolbox or aluminum briefcase.  TamperDetect( Tags are available with sensors that can instantly detect that a Tag has been removed from an “authorized” asset and send an immediate alarm to an access control or security monitoring system. 

AutoAccess( Tags are powered by an internal Lithium battery and transmit at the end-users custom pre-set time interval.  This breakthrough technology allows the Tags to operate continuously for more than five years.  An    on-board battery life counter monitors Tag activity and can transmit it’s condition every time a Tag is read.  AutoAccess( Tags are available in three sizes with various mounting devices for vehicles and assets, or can be worn as personnel identification badges.  Depending on the application and Tag used, AutoAccess( Tags can be easily identified by range adjustable “fixed location” or “portable hand-held” readers from .5’ to 400’ away and at speeds up to 300 MPH.   

FEATURES:

· Reliable battery life - Low power consumption – Tags are guaranteed for up to 5 years.*

· Secure Encrypted communication between tags and readers.

· Anti-Collision algorithm allows identification of multiple tags simultaneously.
· TamperDetect(  tags can trigger alarm reports if removed from assets or vehicles.

· Adjustable Tag read range up to 400 feet or more.

· AutoLocate( capability is standard in all tags.

· Optional tag programmer is available to custom configure tag numbers, transmission repetition rate, alarm functions, etc.

SPECIFICATIONS:

Environmental

   Operational temperature
                -40º F to +140º F

   Storage temperature

        -40º F to +140º F

   Humidity



        5% to 90% (non-condensing) – Custom packaging available                                                                                                                                                                                                                                                                           for use in harsh environments

Physical

   Size





2.4in x 1.2in x 0.4in (AA-T100 Covert Tag)








3.4in x 2.1in x 0.2in (AA-T200 Windshield/Personnel Tag)

   Weight





0.53 ounces 

   Color





Dark Grey 





   Type of Material



Ultrasonically sealed PVC - IP 65 rating

RF Specifications

   Frequency




433.92 MHz

   Output Power




300 microwatts
Range 

   AA-T200 Windshield / Personnel Tag with AutoLocate(                
Up to 300 feet**     


   AA-T100 Covert Tag with External Antenna and AutoLocate(             Up to 400 feet**

   AA-T800 Metal Mount Tag with AutoLocate(  




Up to 200 feet**

* See Warranty policy for details

** Tag and reader communication distances assume optimal orientation between tag and reader.  Read distances may also vary as a result of the presence of metal and environmental conditions. 

For more information on AutoAccess( products and services, please contact:

Manufactured by AAID Security Solutions, Inc. for:

Toye Corporation
20916 Itasca Street

Chatsworth, CA 91311

Tel: 818-882-4000

Fax: 818-882-5325

Web Site: www.toyecorp.com









